
 

AQUACULTUR Fischtechnik GmbH ● www.aquacultur.de  
 +49-5021-90430-22 ● e-mail: aquacultur@aquacultur.de 

 

 

 
Vertikalpropellerpumpe L 
vertical propeller pumps L 

 
 
 

  
  
 
 

Niederdruckpumpen für die effiziente Förderung von großen Wassermengen bei 
geringen Förderhöhen !  

Die Installation dieser tragbaren Dauerläuferpumpen ist denkbar einfach - Sie brauchen nur noch 
ein handelsübliches Kanalrohr (HT oder KG) in der gewünschten Länge anschließen und die 
Pumpe in Betrieb nehmen. Die Pumpe kann an den vorgesehenen Laschen aufgehängt oder 
einfach auf dem Gewässerboden abgestellt werden 
Die handlichen Tauchmotorpumpen werden betriebsbereit mit Kabel und angeschlossenem 
Motorschutzstecker geliefert. Zum Schutz vor Fremdkörpern und zum Schutz der Fische sind die 
Pumpen mit einem V2A-Schutzsieb mit Stababstand 9.5 mm ausgerüstet. 
 
Einsatz für die Wasserförderung in:  Vorteile: 
- Fisch-/Hälterbecken (Süßwasser)   - große Fördermengen 
- Gartenteichen     - minimaler Energieverbrauch 
- Kreislaufanlagen (RAS)    - Dauerläufer 
- Wasserzirkulation/Umwälzung   - schnell und flexibel einsetzbar 
 

Low-pressure pumps for the efficient delivery of large volumes of water at  
low delivery heights!  

The installation of these portable pumps is extremely easy - you just need to connect a 
commercially available sewer pipe (HT or KG) in the desired length and put the pump into 
operation. The pump can be hung to the latches or simply placed on the bottom of the tank. The 
handy submersible pumps are supplied ready for operation with cable and connected motor 
protection plug. To protect the pump against particles and to protect the fish, the pumps are 
equipped with a protective sieve made of st.steel with a standard bar spacing of 9.5 mm. 
 
application:      advantages: 
- fish tanks / storage facilities (freshwater)  - large capacity 
- garden ponds     - low electrical power consumption 
- recirculated systems (RAS)    - suitable for non-stop operation  
- water circulation     - easy to install 
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Abmessungen / dimensions: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Ø275 
Modelle 01 + 02 

Ø350 
Modelle 03 - 10 
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Technische Daten / technical data 

 L-01 L-02 L-02B L-03 L-04 
230V/50Hz-1ph. U0101100 U0101200 - U0101300 U0101400 
400V/50Hz-3ph. - - U0102200 U0102300 U0102400 

Motornennleistung (P2) 
nominal motor capacity  

0.10 kW 0.18 kW 0.25 kW 0.40 kW 0.55 kW 

Aufnahmeleistung (P1) 
power consumption 

0.16 kW 0.28 kW 0.46 kW 0.55 kW 0.70 kW 

Drehzahl / rpm 2900 1/m 1400 1/m 1400 1/m 1400 1/m 1400 1/m 
Fördermenge max. 
pump capacity, max. 

29 m³/h 56 m³/h 72 m³/h 80 m³/h 100 m³/h 

Förderhöhe 
max. delivery height 

750 mm 900 mm 1200 mm 1300 mm 1500 mm 

Abgangsrohr / outlet DN 70 DN 100 DN 100 DN 125 DN 150 
Gitter / grid 9.5 mm 9.5 mm 9.5 mm 9.5 mm 9.5 mm 
Abmessungen / dimens. Ø275 x 420 mm Ø350 x 520 mm 
Material / material Edelstahl 1.4301 
Medium / medium Süßwasser / freshwater 
Gewicht / weight 12 kg 15 kg 15 kg 25 kg 25 kg 
Kabel / cable 10 m 10 m 10 m 20 m 20 m 

 
 

Technische Daten / technical data 

 L-05 L-06 L-07 L-08 L-10 
230V/50Hz-1ph. U0101500 U0101600 - - - 
400V/50Hz-3ph. U0102500 U0102600 U0102700 U0102800 U0102900 

Motornennleistung (P2) 
nominal motor capacity 

0.75 kW 0.75 kW 1.1 kW 1.1 kW 1.1 kW 

Aufnahmeleistung (P1) 
power consumption 

1.05 kW 1.05 kW 1.4 kW 1.4 kW 1.4 kW 

Drehzahl 1400 1/m 1400 1/m 1400 1/m 1400 1/m 2800 1/m 
Fördermenge max. 
pump capacity, max. 

135 m³/h 170 m³/h 150 m³/h 190 m³/h 70 m³/h 

Förderhöhe 
max. delivery height 

2000 mm 1000 mm 2600 mm 1400 mm 5000 mm 

Abgangsrohr /outlet DN 150 DN 150 DN 150 DN 150 DN 100 
Gitter / grid 9.5 mm 9.5 mm 9.5 mm 9.5 mm 9.5 mm 
Abmessungen / dimens. Ø350 x 520 mm 
Material / material Edelstahl 1.4301 
Medium / medium Süßwasser / freshwater 
Gewicht / weight 25 kg 25 kg 25 kg 25 kg 25 kg 
Kabel / cable 20 m 20 m 20 m 20 m 20 m 

 
 


